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The Profile™ Series is approved for manufactured (mobile) home
installation. They are manufactured and shipped with the UltraGrate™
installed, which enables them to burn both Premium grade and
Standard grade wood pellet fuel with up to 3% ash content as
defined bythe PFI.

ultimate achievements. It incorporates design

IMPORTANT NOTES:
As with any heating appliance, fireplace or stove, this appliance is extremely hot during operation. Read
and understand all operating instructions before using this appliance. For further information, consult
your Lennox dealer.

and technology advances that have made

Actual performance may vary depending upon home design and insulation, ceiling heights, climate, condition
and type of fuel used, appliance location, burn rate, accessories chosen, chimney installation and how the
appliance is operated.

of pellet stoves and is one of the best ways to

Diagrams, illustrations and photographs are not to scale - consult installation instructions. Product
designs, materials, dimensions, specifications, colors and prices are subject to change or discontinuance
without notice.
* BTUs vary with pellet type.
** The burn time will vary with size and type of fuel being used. Safety tested by: Warnock Hersey,
Vancouver, B.C. Approved to: UL1482, UL907, ULCS627, CSAB3662, ULCS628, ASTM E 1509.
*** Profile test results. Results based on EPA test methods. Efficiencies vary with fuel feed rates. They
exceed the federal Emissions Standard—7.5 grams/hr. particulate maximum. UltraGrateTM U.S.
patent #5137010, 5383446.
Consult your distributor for local fireplace code information.
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STANDARD FEATURES
STANDARD FEATURES
1. Easy-load hopper (up to 70-pound capacity) and easy-clean ash pan
2. Easy-to-read LED control panel
3. Wall mount thermostat precisely controls room temperature and provides fully
automatic operation
4. Patented UltraGrate™ achieves nearly 100% combustion efficiency
FastFire™ self-ignitor for one button starting
Can be vented horizontally through an outside wall
Operates up to 41 hours on a single load of pellets
(Burn time varies with pellet type)
1

Variable speed convection blower control
Large ash pan requires emptying only 2-3 times a year
Metallic black finish

OPTIONAL ACCESSORIES
Nickel or gold trim kit
Decorative log set
Zero clearance kit for insert models

2

EXCEPTIONAL EFFICIENCY
Our patented UltraGrate achieves nearly 100% combustion efficiency allowing
you to burn lower grade fuels, even those with ash contents up to 3%. Overall
efficiency is an exceptional 79-81%, and particulate emission is rated at just 1.0

Profile™ 30 INS-2 Fireplace Insert with optional nickel trim

gram per hour. In fact, the Profile series burns so cleanly there is virtually no
visible sign of smoke!
n Whitfield® introduced the world’s first residential pellet stove in 1984. Since then, homeowners have discovered the many
advantages of pellet heating. Made from raw wood waste, pellets offer greater convenience than cord wood, heat more

“Set-&-Forget” Technology
The true beauty of a Profile stove or insert comes from within. With our built-in

efficiently, and burn cleaner.
3

FastFire™ self-igniter, you can start a fire with the touch of a button. An advanced
micro-processor control is linked to a wall thermostat for automatic operation and
maintains a constant, comfortable room temperature.

Performance is the very core of the Profile™ pellet stoves and fireplace inserts. The Profile 30 Series delivers up to
38,000 BTUs per hour with an overall heating efficiency of 81%. Our patented UltraGrate™ achieves nearly 100% combus-

•

Fully automatic operation with wall thermostat

•

Interfaced with exclusive Photo Electric Eye technology to monitor flame
during operation – provides superior level of safety

tion, allowing you to use economical grades of fuel. And, it emits just 1.9 grams of particulate per hour—eight times less than
Federal Emissions Standards. n

4

•

Self ignition upon start up

•

Proper air-to-fuel ratio calculated at each operating level

•

Variable speed convection blower control

•

LED display has an easy-to-read control face
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